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Introducing Solo-Control®

BENEFITS

Individual Comfort & Control

Solo-Control allows individual room occupants to adjust the 
flow of conditioned air into their space to match their comfort 
requirements. A simple push button controller operates a 
damper within an airflow duct to allow more or less air to 
travel into the space.

Low Cost & Easy Installation

Solo-Control allows for individual space airflow control 
without the expense of additional HVAC systems. The 
self-contained units can be installed in just minutes with 
snap fit connectors and require no programming or 
electrical work. 

Fully Compatible

Solo-Control is available for new or existing construction. 
It can be used in place of, or in addition to, a balancing 
damper. It’s compatible with all round and rectangular 
HVAC ducting. Two models are available – battery 
powered and 24VAC input power.

Control conditioned airflow in individual spaces with a wall mounted manual 
control unit, to maximize occupant comfort.

Solo-Control® Individual Air Volume Control System is a simple solution for individual 
room comfort control. Push button damper adjustment allows room occupants to 
increase or decrease the flow of conditioned air into their space. The system includes 
the MAT wall control unit and radial damper. 

®
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SYSTEM SPECIFICATIONS

•  Stand alone manual airflow control
•  �Power supply – Six (6) AA batteries* or 24VAC
•  9V DC motor/actuator
•  Plug in DC power connection between wall unit and damper
•  Built-in damper position calibration triggers

* loaded from room side

PRODUCT FEATURES

Radial & External Actuator Dampers

•  Radial dampers are pre-mounted 
	 into sleeves matching HVAC 
	 ducting for easy installation
•  �External actuator drives* are
	 mounted to round or rectangular
	 dampers at the factory
•  �Dampers are supplied with 8ft,
	 15ft or 25ft wire lengths for quick
	 connection to wall units

* available with 24VAC models only

Push Button Controller

•  Standard off-white wall plate
	 design
•  �Push button damper adjustment
•  10 position LED display showing
	 damper position
•  �Set-up mode to set min & max 

damper position
•  �Blinking light low battery indicator
•  �Supplied with single gang outlet 

box and wire pigtail for quick 
	 connection to damper wiring
•  24VAC model includes 15ft wire 
	 bundle for connection to power 
	 source

DAMPER

Round (Radial) Smart Damper with 
Sleeve & Harness Pre-Assembled

Round Damper with External  
Actuator & Harness Pre-Assembled

Rectangular Opposed or Parallel  
Blade Damper with External Actuator  
& Harness Pre-Assembled

  MAT DAMPER MODEL(S)

  CC-150

  CC-250 with CC-WGA Damper Drive

     
  CC-200 with CC-WGA Damper Drive

          

AVAILABLE SIZES

6”, 8”, 10” and 12”

4” thru 20”

Min Size: 6” x 5”
Max Size: 24” x 20”


