
BL-250 Series (Round Blast Damper)

Application
•	 The BL-250 Series is designed for protection against sudden blasts 

and instantaneous pressure changes.
•	 Max velocity: 1400 FPM

Standard Construction
•	 Frame: 10” deep, 10 ga. carbon steel channel with 8” wide x 1/4”  

faceplate
•	 Blade: 10 ga. carbon steel
•	 Axle: Ø 3/4” solid A36 steel
•	 Linkage: 3/16” thick x 3/4” wide bars
•	 Bearings: Two hole flange ball bearing (type II)
•	 Finish: Powder coated gray to prevent rust
•	 Specify: Airflow direction and cfm

Min. Size    6” Ø
Max. Single Section	   12” (see graph for psi limitations). 

Options
•	 Blade seals (EDPM)
•	 Blade seals (silicone)
•	 304 Stainless steel construction
•	 316 Stainless Steel construction
•	 Powder coating, select color
•	 Equalizing grid (BL-250-G)
•	 Galvanized steel construction

Round Blast Resistant Ventilation Damper 
BL-250 Series (up to 48 psi)

Note: BL-250-G damper shown

(BL-250-G only)
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Suggested Specification
Furnish and install, at locations shown in plans or in  
accordance with schedules, industrial grade blast dampers  
meeting the following construction standards. Frame shall be 
8” to 12” deep (10” std) x 3” flanged 10 gage carbon steel 
channel. Sleeve or channel with inner frame is not acceptable. 
The blades shall be minimum 10 ga. steel with “V” formed at 
axels. Axles shall be continuous (not axle pins) 3/4” diameter 
welded to blade. Bearings shall be Type II, 2 hole ball bearing 
at axles and bolted to frame. Linkage shall be minimum 3/16” 
thick located on side of damper out of airstream. Pivot pins in 

linkage shall be stainless steel. Linkage shall include  
externally mounted release springs and adjustable tension 
to keep damper open until blast of specified pressure force 
blades closed. Damper shall be designed to withstand blast 
of up to *____ psi with blades closed. Damper must be  
installed per manufacturer’s installation instructions. Damper 
shall be Metropolitan Air Technology’s BL-250 blast damper. 
Finish shall be powder coated gray. 

*See graph for width and design pressures (psi).

Round Blast Resistant Ventilation Damper 

Installation Instructions

(MAT Provided) (MAT Provided)
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Round Blast Resistant Ventilation Damper 

(BL-250)


