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Application
The model ZD-200 is a rectangular com-
mercial zone control damper assembly that 
includes a damper, modulating actuator, 
duct temperature  sensor, and actuator con-
trol board. The ZD-200 zone damper is used 
with a ZD-Z20-T, P+I zone thermostat.

Standard Construction
	� 16 gage galvanized steel channel frame 
with braced corners

	� 16 gage galvanized steel blades. 8“ max 
width

	� Opposed blade design (parallel blades 
optional)

	� Self-lubricated synthetic bearings
	� 3/8 square shaft assures non slip  
connection

	� Maximum temperature = -40° to 240° F
	� Max velocity = 1500 FPM
	� Width & height 1/4” undersized
	� Max static pressure

	� 12” damper width - 5” w.g.
	� 24” damper width - 4” w.g.
	� 36” damper width - 3” w.g.
	� 48” damper width - 2.5” w.g.

Available Damper Sizes
6” x 5” to 36” x 36”

Damper Actuator
24 vac, 2VA, 3-wire floating point actuator, 90 
second stroke 
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Operation
Continually regulates supply air volume 
in response to ZD-Z20-T thermostat 
control

Components  	
Damper, actuator, PC board and  
discharge air sensor

Air Handler  	
Space thermostat discharge air  
controller

Warranty  	
Damper: 5 Years


